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VASTE PRIJS INCLUSIEF VERZENDKOSTEN NEDERLAND (uitgezonderd eilanden)

Archer C5400XAC5400 MU-MIMO Tri-Band Gaming Router

De eerste gaming router van TP-Link1.8 GHz 64-bit quad-core processor, 3 coprocessors en 1 GB
RAMTTi-band met een ongelooflijke snelheid van maximaal 5334 Mbpsinclusief HomeCare voor een
volledige beschermingVPN-acceleratie voor een 5 keer snellere VPN-verbinding
WIRELESSStandardsWi-Fi 5

IEEE 802.11ac/n/a 5 GHz

IEEE 802.11n/b/g 2.4 GHzWiFi SpeedsAC5400

5 GHz: 2167 Mbps (802.11ac)

5 GHz: 2167 Mbps (802.11ac)

2.4 GHz: 1000 Mbps (802.11n)WiFi Range4 Bedroom Houses8x Detachable High-Performance
Antennas

Multiple antennas form a signal-boosting array to cover more directions and large areas

Beamforming
Concentrates wireless signal strength towards clients to expand WiFi range

High-Power FEM
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DFS

Access an extra band to reduce congestionWorking ModesRouter Mode
Access Point ModeHARDWAREProcessorl.8 GHz 64 Bit Quad-Core CPUEthernet Ports1x Gigabit WAN

Port
8x Gigabit LAN Ports

Static Link Aggregation (LAG) available with 2x LAN portsUSB Support2x USB 3.0 Ports

Supported Partition Formats:
NTFS, exFAT, HFS+, FAT32

Supported Functions:

Apple Time Machine

FTP Server

Media Server

Samba ServerButtonsWi-Fi On/Off Button

Power On/Off Button

LED On/Off Button

WPS Button

Reset ButtonPowerl2 V ? 5 ABEVEILIGINGWiFi EncryptionWEP
WPA

WPA2

WPA/WPAZ2-Enterprise (802.1x)Network SecuritySPI Firewall
Access Control

IP & MAC Binding

Application Layer Gateway

HomeCare™ AntivirusMalicious Site Checker

Port Intrusion Prevention

Infected Device Isolation

Notification and LogGuest Networklx 5 GHz Guest Network
1x 2.4 GHz Guest NetworkVPN ServerOpenVPN
PPTPSOFTWAREProtocolsIPv4

IPv6Service KitsHomeCare™

Learn More>Parental ControlsHomeCare™ Parental ControlsCustom Profiles

Content Filtering
App Block

URL Filtering
Time Limit



Time Schedule (Bedtime)

Log InsightWAN TypesDynamic IP

Static IP

PPPoE

PPTP

L2TPQuality of ServiceGeForce NOW™ QoS
QoS by Device

HomeCare™ QoSQoS by ApplicationCloud ServiceAuto Firmware Upgrade
OTA Firmware Upgrade

TP-Link ID

DDNSNAT ForwardingPort Forwarding

Port Triggering

DMZ

UPNPIPTVIGMP Proxy

IGMP Snooping

Bridge

Tag VLANDHCPAddress Reservation

DHCP Client List

ServerDDNSTP-Link

NO-IP

DynDNSManagementTether App

Webpage

Check Web Emulator>PHYSICALDimensions (WxDxH)11.3 x 11.3 x 7.2 in
(288 x 288 x 184 mm)Package ContentsWi-Fi Router Archer C5400X
Power Adapter

RJ45 Ethernet Cable

Quick Installation GuideOTHERSystem Requirementsinternet Explorer 11+, Firefox 12.0+, Chrome
20.0+, Safari 4.0+, or other JavaScript-enabled browser

Cable or DSL Modem (if needed)

Subscription with an internet service provider (for internet access)CertificationsFCC, CE,
RoHSEnvironmentOperating Temperature: 0?~40? (32?7 ~1047)

Storage Temperature: -40?~707? (-40? ~1587?)

Operating Humidity: 10%~90% non-condensing

Storage Humidity: 5%~90% non
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