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Locatie

95 euro ex btw

Nieuw in doos

Meerdere beschikbaar

Avaya IP500 V2 Features

Utrecht, Leusden
https://www.advertentiex.nl/x-1278265-z

4 Base Card Slots - Can accommodate IP500 Digital Station 8, Analog Phone 2, Analog Phone 8,
Combination ATM, Combination ATM V2, ETR 6, TCM 8, VCM 32, VCM 32 V2, VCM 64, VCM 64 V2,
Unified Communications Module, and 4-Port Expansion base cards.

Trunk Cards - Supports IP500 ATM 4, ATM 4 V2, PRI 1, and PRI 2 trunk interface cards installed on
IP500 Base Cards.

2 SD Card Slots - Supports system SD card (required) and optional SD card

2 SD Card Slots - Supports system SD card (required) and optional SD card

Voicemail Channels - Maximum 40 usable for Voicemail Pro/TAPI WAV connection sessions
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The Avaya IP500 V2 Control Unit is compatible with the above base cards and external expansion
modules

Compatible with 1400, 2400, 5400, 6400, and 9500 series digital phones (configuration and SW level
dependent)

Compatible with 1600, 4600, 5600, and 9600 series IP phones (configuration and SW level dependent)

IP Office 9.0 and later supports IP500 V2 control unit and the Avaya Branch Gateway as a single
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