
 

Volledig gevuld BladeChassis (2.000 EUR)

Locatie Noord-Brabant, Helmond
https://www.advertentiex.nl/x-1429888-z

Volledig gevuld BladeChassis

Dell PowerEdge M1000e

Blades:
1 - PowerEdgeM610, 1 x Xeon 4C, 12G mem
2 - PowerEdgeM610, 1 x Xeon 4C, 12G mem
3 - PowerEdgeM710HD, 2 x Xeon 6C, 64G mem
4 - PowerEdgeM710HD, 2 x Xeon 6C, 64G mem
5 - PowerEdgeM710HD, 2 x Xeon 6C, 64G mem
6 - PowerEdge M620, 2 x Xeon 6C, 64G mem
7 - PowerEdge M620, 2 x Xeon 6C, 64G mem
8 - PowerEdge M620, 2 x Xeon 6C, 64G mem
9 - PowerEdge M620, 2 x Xeon 6C, 64G mem
10 - PowerEdge M620, 2 x Xeon 6C, 64G mem
11 - PowerEdge M630, 1 x Xeon 6C, 32G mem
12 - PowerEdge M610, 2 x Xeon 6C, 64G mem
13 - PowerEdge M610, 2 x Xeon 6C, 64G mem
14 - PowerEdge M610, 2 x Xeon 6C, 64G mem
15 - PowerEdge M610, 2 x Xeon 6C, 64G mem
16 - PowerEdgeM610, 1 x Xeon 4C, 3G mem

Total 312 vCPU & 827 G mem

A1 - Dell PowerConnect M6220 20 port GigabitSwitch
A2 - Dell PowerConnect M6220 20 port GigabitSwitch
B1 - Dell PowerConnect M6220 20 port GigabitSwitch
B2 - Dell PowerConnect M6220 20 port GigabitSwitch
C1 - Dell Gigabit Ethernet Pass-Through
C2 - Dell Gigabit Ethernet Pass-Through

4 x 2700 W voeding
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9 x Chassis Fan
Redundant CMC Control
Avocent iKVM Switch

Perfecte combinatie met Dell MD3200i SAN (ook aanwezig)

Blade 1 en 2 werden voor Routing Firewall's gebruikt
Blade 11 voor vCenter
Blade 16 voor een Bridging Firewall
8 blades voor een HA VMware 6.7U Cluster
4 Blades voor losse ESXi

In één klap een volledig Serverpark met enorme capaciteit

Momenteel nog up-and-running te zien (ev. TeamViewer)
Bel voor mogelijkheden.

Levering en installatie op nacalculatie
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