
 

Cisco switch SF300-48P 48-port 10100 PoE (149 EUR)

Locatie Friesland, Drachten
https://www.advertentiex.nl/x-1437213-z

Dimensions & WeightDepth:35 cmHeight:4.45 cmWeight:5.44 kgWidth:44 cmEnvironmental
ParametersHumidity Range Operating:10 - 90% (non-condensing)Humidity Range Storage:10 - 90% (non-
condensing)Max Operating Temperature:50 °CMax Storage Temperature:70 °CMin Operating
Temperature:0 °CMin Storage Temperature:-20 °CExpansion / ConnectivityInterfaces:48 x 100Base-TX
RJ-45 PoE+ ¦ 1 x console DB-9 management ¦ 4 x 1000Base-T RJ-45 ¦ 2 x 1000Base-X
SFPGeneralAuthentication Method:Secure Shell (SSH), RADIUS, TACACS+Capacity:ACL rules: up to
512Compliant Standards:IEEE 802.3, IEEE 802.3u, IEEE 802.3z, IEEE 802.1D, IEEE 802.1Q, IEEE
802.3ab, IEEE 802.1p, IEEE 802.3af, IEEE 802.3x, IEEE 802.3ad (LACP), IEEE 802.1w, IEEE 802.1x,
IEEE 802.1s, IEEE 802.1ab (LLDP), IEEE 802.3at, IEEE 802.3azDevice Type:Switch - 48 ports - L3 -
ManagedEnclosure Type:Desktop, rack-mountable 1UEncryption Algorithm:SSLFeatures:Layer 3
switching, Layer 2 switching, DHCP support, BOOTP support, VLAN support, IGMP snooping, Syslog
support, DoS attack prevention, port mirroring, DiffServ support, Weighted Round Robin (WRR) queuing,
Broadcast Storm Control, IPv6 support, Multicast Storm Control, Unicast Storm Control, firmware
upgradable, Spanning Tree Protocol (STP) support, Rapid Spanning Tree Protocol (RSTP) support,
Multiple Spanning Tree Protocol (MSTP) support, Trivial File Transfer Protocol (TFTP) support, Access
Control List (ACL) support, Quality of Service (QoS), Jumbo Frames support, MLD snooping, Energy
Efficient Ethernet, 16MB packet bufferFlash Memory:16 MBJumbo Frame Support:9216 bytesMAC
Address Table Size:16K entriesPerformance:Switching capacity: 17.6 Gbps ¦ Forwarding performance
(64-byte packet size): 13.1 MppsPoE Budget:375 WPorts:48 x 10/100 (PoE+) + 2 x combo Gigabit SFP +
2 x 10/100/1000Power Over Ethernet (PoE):PoE+RAM:128 MBRemote Management Protocol:SNMP 1,
RMON 1, RMON 2, RMON 3, RMON 9, Telnet, SNMP 3, SNMP 2c, HTTP, HTTPS, SSH, SSH-2,
CLIRouting Protocol:Static IPv4 routingStatus Indicators:Port transmission speed, system,
link/activitySubtype:Fast EthernetMiscellaneousCables Included:1 x serial cableCompliant Standards:UL
60950, CSA 22.2 No. 60950, FCC Part 15 ALocalisation:Chinese (simplified), English, German, French,
Italian, Spanish, Japanese / United KingdomMTBF:113,692 hour(s)Rack Mounting
Kit:IncludedPowerPower Device:Internal power supplyVoltage Required:AC 120/230 V (50/60 Hz)

Productstaat van de Cisco switch SF300-48P

Deze switches zien er goed uit.
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We checken de hardware bij uitlevering zodat u verzekerd bent van een goed werkend apparaat. Alle
producten die wij uitleveren hebben 1 jaar garantie.

Huidige voorraad: 1 Stuk(s)

Naast de normale betaalmethoden zoals I-Deal hebben wij ook een nieuwe betaalmethode bij Hardware
Kings. In 3 keer betalen met 0% rente

Betaal je je aankoop liever niet in één keer? Maak dan gebruik van in3: de enige gespreid betaalmethode
met 0% rente. In drie keer betaal je het aankoopbedrag zonder extra kosten. Zo koop je binnen je budget
je favoriete product. Het minimale bestelbedrag is € 100,- en het maximale bestelbedrag is € 3.000,-.

Hieronder een overzicht met de in3 betaalmethode voor het product dat je nu bekijkt:

1. Betaal nu: 49.67

 2. Betaal over 30 dagen: 49.67

 3. Betaal over 60 dagen: 49.67

Je kunt betalen op onze webwinkel met Creditcard, PayPal, Apple Pay, Google Pay, Bancontact en iDeal.
Tevens kan je achteraf betalen met Klarna (14 dagen) of In 3 termijnen betalen met 0% rente. Kies de
betaalwijze die voor jou het gemakkelijkst is!

Voordelen van Hardware Kings
- In 3 termijnen betalen | 0% rente, zonder BKR
- Deskundig en ervaren personeel met de beste service
- 14 Dagen Bedenktermijn
- Niet goed = Geld terug
- Minimaal 1 jaar garantie
- Uitsluitend A Merk refurbished hardware
- Op werkdagen voor 16:00 besteld is dezelfde dag verzonden!
- Levering uit eigen voorraad
- Veilig betalen! met SSL verbinding
- Aantrekkelijke aanbiedingen
- Groot assortiment
- Ruime Openingstijden

Gratis verzending in Nederland & België vanaf € 50,-Websitehardwarekings.nl/products/cisco-switch-

                               2 / 3



 
sf300

Powered by TCPDF (www.tcpdf.org)

                               3 / 3

http://www.tcpdf.org

