
 

Cisco C897VAM-W-E-K9 (zonder adapter) (78 EUR)

Locatie Friesland, Drachten
https://www.advertentiex.nl/x-1470790-z

897VA Gigabit Ethernet Security Router with VDSL/ADSL2+ and Wireless - Router - WLAN 1.000 Mbps -
8-Port - Kabellos USB 2.0.AerialAerial:External detachableAntenna Qty:3Directivity:Omni-
directionalCommunicationsDigital Signaling Protocol:VDSL, ADSL2+Protocols &amp; Specifications:ITU
G.991.2 (G.shdsl), ITU G.992.1 (G.DMT) Annex AType:DSL modemDimensions & WeightDepth:24.8
cmHeight:4.45 cmWidth:32.3 cmEnvironmental ParametersHumidity Range Operating:10 - 85% (non-
condensing)Max Operating Temperature:40 °CMin Operating Temperature:0 °CExpansion /
ConnectivityInterfaces:LAN: 8 x 10Base-T/100Base-TX/1000Base-T - RJ-45 ¦ WAN: 1 x 10Base-
T/100Base-TX/1000Base-T - RJ-45 ¦ Management: 1 x console - RJ-45 ¦ WAN: 1 x VDSL2 / ADSL2+ ¦
USB: 1 x 4 pin USB Type A ¦ WAN: 1 x SFP (mini-GBIC)GeneralAuthentication Method:RADIUS,
TACACS+, Extensible Authentication Protocol (EAP), EAP-FASTCompliant Standards:IEEE 802.1D,
IEEE 802.11b, IEEE 802.3af, IEEE 802.11g, IEEE 802.1x, IEEE 802.11i, IEEE 802.11n (draft 2.0),
CISPR 24, EN 61000-3-2, EN55022, EN 61000-3-3, EN55024, CISPR 22, EN50082-1, EN 61000-6-1,
AES, FCC CFR47 Part 15, VCCI V-3, ICES-003 issue 4 Class B, ICES-003 issue 4 Class AConnectivity
Technology:Wireless, wiredData Link Protocol:Ethernet, Fast Ethernet, Gigabit Ethernet, IEEE 802.11b,
IEEE 802.11a, IEEE 802.11g, IEEE 802.11n (draft 2.0)Device Type:Wireless router - 8-port switch
(integrated)Enclosure Type:DesktopEncryption Algorithm:LEAP, Triple DES, MD5, AES, TLS, PEAP,
TTLS, TKIP, WPA, WPA2, PKI, 128-bit AES, 192-bit AES, 256-bit AES, WEPFeatures:Firewall protection,
auto-sensing per device, DHCP support, NAT support, MDI/MDI-X switch, VLAN support, auto-uplink
(auto MDI/MDI-X), DiffServ support, MAC address filtering, Broadcast Storm Control, IPv6 support,
Intrusion Prevention System (IPS), Low-latency queuing (LLQ), Class-Based Weighted Fair Queuing
(CBWFQ), Weighted Fair Queuing (WFQ), MIMO technology, Spanning Tree Protocol (STP) support,
Virtual Route Redundancy Protocol (VRRP) support, Wi-Fi Multimedia (WMM) support, Access Control
List (ACL) support, Quality of Service (QoS), Link Fragmentation and Interleaving (LFI), Dynamic
Multipoint VPN (DMVPN), DHCP server, Virtual Route Forwarding-Lite (VRF-Lite), DNS proxy, CleanAir
technology, Bidirectional Forwarding Detection (BFD), DHCP relay, 2T3R MIMO technology, DHCP
client, Hot Standby Router Protocol (HSRP) support, Ingress Layer 2 MAC Access Control Lists (ACLs),
Call Admission Control (CAC), Flexible NetFlow (FNF)Flash Memory:256 MB (installed) / 256 MB
(max)Frequency Band:2.4 GHz / 5 GHzNetwork / Transport Protocol:L2TP, RSVP, IPSec, FTP, DHCP,
DNS, L2TPv3RAM:512 MB (installed) / 1 GB (max)Remote Management Protocol:Telnet, SNMP 3,
HTTP, HTTPS, SSH, CLIRouting Protocol:OSPF, RIP-1, RIP-2, BGP, EIGRP, HSRP, VRRP, NHRP,
IGMPv3, GRE, policy-based routing (PBR), WCCP, Bidirectional Forwarding Detection (BFD)Status
Indicators:Port status, powerLine PropertiesFraming Format:ANSI T1.413PowerPower Device:External
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power adapter - 60 WattVoltage Required:AC 120/230 V (50/60 Hz)Software / System RequirementsOS
Provided:Cisco IOS Advanced IP services

Productstaat van de Cisco C897VAM-W-E-K9 (zonder adapter)

Het apparaat ziet er goed uit.

We checken de hardware bij uitlevering zodat u verzekerd bent van een goed werkend apparaat. Alle
producten die wij uitleveren hebben 1 jaar garantie.

Huidige voorraad: 1 Stuk(s)

Naast de normale betaalmethoden zoals I-Deal hebben wij ook een nieuwe betaalmethode bij Hardware
Kings. In 3 keer betalen met 0% rente

Betaal je je aankoop liever niet in één keer? Maak dan gebruik van in3: de enige gespreid betaalmethode
met 0% rente. In drie keer betaal je het aankoopbedrag zonder extra kosten. Zo koop je binnen je budget
je favoriete product. Het minimale bestelbedrag is € 100,- en het maximale bestelbedrag is € 3.000,-.

Hieronder een overzicht met de in3 betaalmethode voor het product dat je nu bekijkt:

1. Betaal nu: 26.00

 2. Betaal over 30 dagen: 26.00

 3. Betaal over 60 dagen: 26.00

Je kunt betalen op onze webwinkel met Creditcard, PayPal, Apple Pay, Google Pay, Bancontact en iDeal.
Tevens kan je achteraf betalen met Klarna (14 dagen) of In 3 termijnen betalen met 0% rente. Kies de
betaalwijze die voor jou het gemakkelijkst is!

Voordelen van Hardware Kings
- In 3 termijnen betalen | 0% rente, zonder BKR
- Deskundig en ervaren personeel met de beste service
- 14 Dagen Bedenktermijn
- Niet goed = Geld terug
- Minimaal 1 jaar garantie
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- Uitsluitend A Merk refurbished hardware
- Op werkdagen voor 16:00 besteld is dezelfde dag verzonden!
- Levering uit eigen voorraad
- Veilig betalen! met SSL verbinding
- Aantrekkelijke aanbiedingen
- Groot assortiment
- Ruime Openingstijden

Gratis verzending in Nederland & België vanaf € 50,-Websitehardwarekings.nl/products/cisco-c897vam-w-
e-k9
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