
 

.Noris Norisound 410.

Locatie Noord-Brabant, Helmond
https://www.advertentiex.nl/x-1478995-z

marketed in 1978-79
super 8 mm film
lens: Will-Wetzlar Vario-Travenon f: 1.5 F: 16.5-30 mm
lamp: 100 W, 12 V, EFP
reel capacity: 180 m
film loading: automatic threading
projection: forward, reverse
projection speed: 18, 24
sound: magnetic playback
sound mode: mono
amplifier output: ?
recording: magnetic recording on both tracks
recording level control: auto
input terminal: Microphone, Phono
input jack: 5-pin DIN (European DIN)
output terminal: External Speaker
output jack: 2-pin DIN
built-in speaker: yes
built-in film cutter: yes
motor: magnetic motor
power source: 110-130-220-240 V AC, 50/60 Hz, 180 W, 1.6 Amp
weight: circa 9,000 g
dimensions: circa 160 x 260 x 300 mm
made in Germany by

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

 
.N

oris 
N

orisound 
410.

https://w
w

w
.advertentiex.nl/x-1478

995-z

Powered by TCPDF (www.tcpdf.org)

                               1 / 1

https://www.advertentiex.nl/x-1478995-z
http://www.tcpdf.org

