Locatie Limburg, Middelaar
https://www.advertentiex.nl/x-1525719-z

De Aprilia Dorsoduro 750 Factory is een opvallende en krachtige motorfiets. Dit specifieke exemplaar is
gebouwd in 2011 en is in goede staat!

De Aprilia Dorsoduro 750 Factory is uitgerust met een krachtige 749cc V-twin motor die een
indrukwekkende 91 pk levert.

Keuze uit standen: Tour , regen en sport stand.
Deze standen zijn doormiddel van een knop in te stellen.

Een van de meest opvallende kenmerken van dit specifieke exemplaar is de Arrow-uitlaat.
Ik ben er altijd netjes mee omgegaan en heb altijd euro 98 getankt.

Daarnaast ook altijd onderhoud gedaan bij een aprilia specialist.

Specificaties motor:

Displacement: 749.9 ccm (45.76 cubic inches)
Engine type: V2, four-stroke
Englne details: Aprilia V90 Iong|tud|nal 90° V twin. Ride-by-Wire System.
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Transmission type:Chain (final drive)

Clutch: Hydraulically operated multi-plate wet clutch.

Driveline: Primary drive: Spur gears. Transmission ratio 38/71 (1.87). Final drive: Chain. Transmission
ratio 16/46.

Exhaust system:Two in one system in 100% stainless steel with three-way catalytic converter and
Lambda probe.Chassis, suspension, brakes and wheels

Frame type: Modular steel trellis secured to aluminium side plates by high strength bolts. Detachable rear
frame.

Rake (fork angle): 26.0°

Trail:108 mm (4.3 inches)

Front suspension: 43 mm upside-down fork. 160 mm wheel travel.

Rear suspension: Aluminium alloy swingarm Gas-operated shock absorber with piggy back, with
adjustable spring preload and compression and rebound damping. Wheel travel 160 mm

Front tire:120/70-17.

Rear tire:180/55-17.

Front brakes: Double disc. Bremo

Diameter: 320 mm (12.6 inches)

Rear brakes: Single disc. Bremo

Diameter: 240 mm (9.4 inches)

Wheels: Aluminium alloy. Front: 3.50 x 17°. Rear: 6.00 x 17”.Physical measures and capacities
Dry weight:185.0 kg (407.9 pounds)

Power/weight ratio: 0.4878 HP/kg

Seat height: 870 mm (34.3 inches) If adjustable, lowest setting.

Overall height: 1185 mm (46.7 inches)

Overall length: 2216 mm (87.2 inches)

Overall width: 905 mm (35.6 inches)

Wheelbase:1505 mm (59.3 inches)

Fuel capacity: 12.00 litres (3.17 US gallons)

Starter: Electric

De telefoonhouder zit er niet bij.
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