
 

Ubiquiti EdgeSwitch 8-poort 150W (200 EUR)

Locatie Gelderland, Giesbeek
https://www.advertentiex.nl/x-1545160-z

Hierbij verkoop de Ubiquiti EdgeSwitch 8-poort 150W.
Deze switch is enkel gebruikt op een kort tijdig project.
De switch is zo goed als nieuw en werkt voor 100 procent als behoren.
Ook op de foto 2 sfp to rj45 modules te zien. Deze zijn 25 euro per stuk extra leverbaar.
Ik heb 2 exemplaren van deze switch ook als setje te koop. Bij aankoop van beide 380,-

Specificaties switch :

• (8) Gigabit RJ45 Ports

• (2) SFP Ports

• (1) Serial Console Port

• Non-Blocking Throughput: 10 Gbps

• Switching Capacity: 20 Gbps

• Forwarding Rate: 14.88 Mpps

• Maximum Power Consumption: 150W

• Supports POE+ IEEE 802.3at/af and 24V Passive PoE

• Wallmountable with Mount Brackets (Included)

• Desktop-Mountable (Do not physically stack the ES-8-150W.)

• DC Input Option (Redundant or Stand-Alone)

Specificaties Sfp modules :
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FS Genuine
SFP-GB-GE-T
Vendor Name
FS
Form Factor
SFP
Max. Data Rate
1000Mbps
Max. Cable Distance
100m
Media
Cat 5e/6/6a
Connector
RJ-45
Rx LOS
NO
Power Consumption
?1.5W
DDM/DOM
Not Supported
Commercial Temperature Range
0 to 70°C (32 to 158°F)
Bit Error Ratio (BER)
1E-12

EMC (Electro Magnetic Compatibility)
Supported
MTBF
217,330 Hours
Protocols
IEEE Std 802.3 and 802.3ab, SFP MSA
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