
 

Ubiquiti Unfi Switch 8 (150 watt) (190 EUR)

Locatie Overijssel, Almelo
https://www.advertentiex.nl/x-1560506-z

Ubiquiti Unfi Switch 8 150 watt.
Heeft lichte schade aan onderzijde, zie foto, heeft op de plank gelegen.
Beugels zijn nog gewoon te koop, bij de vraagprijs zal ik voor beugels zorgen en kan gewoon in een
19inc rek passen

US-8-150W
Dimensions 204 x 43 x 235 mm (8.03 x 1.69 x 9.25")
Weight
Without Mount Brackets
With Mount Brackets
1.65 kg (3.64 lb)
1.73 kg (3.81 lb)
Networking Interfaces (8) GbE RJ45 Ports
(2) 1G SFP Ports
Management Interfaces Ethernet In-Band
Power Method 100-240V AC/50-60 Hz, Universal Input
Power Supply AC/DC, Internal, 150W DC
Max. Power Consumption
Including PoE Output
Excluding PoE Output
150W
20W
Processor Specs ARM Cortex-A9 400 MHz
Memory Information 256MB DDR3
Code Storage 32 MB NOR Flash
Line Rate 10 Gbps, Non-Blocking
LEDs
System
RJ45 Data Ports
SFP Data Ports
Status
PoE; Link/Speed/Activity
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Link/Speed/Activity
PoE Output (RJ45 Ports) PoE/PoE+ 2-Pair (+1, 2; -3, 6);
Passive 24V/0.7A 2-Pair (+4, 5; -7, 8)
ESD/EMP Protection ± 24kV Air, ± 24kV Contact
Shock and Vibration ETSI300-019-1.4 Standard
Operating Temperature -5 to 45° C (23 to 113° F)
Operating Humidity 5 to 95% Noncondensing
Certifications CE, FCC, IC
Op onzin biedingen en vragen wordt ook zo.
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