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Lumatek ATS 300W PRO (300 EUR)

LUMATEK

MCHEEIDNAL LIGHTING

_ATS300W m

o o

Locatie

Utrecht, Loenen
https://www.advertentiex.nl/x-1765632-z

2500 uur gebruikte Lumatek ATS 300W Pro

PRODUCT COD
EFFICACY 2.7 ?
PPF 816 ?mol/s

E LUMLED300P
mol/J

INPUT VOLTAGE 220-240V, 50-60Hz
INPUT POWER 310W (100% 230V)

FOOTPRINT Up

to 1.0x1.0m

APPLICATION Multi-layer, Room, Tent
WATERPROOF & DUSTPROOF IP65
LIFETIME +60 000 hrs
LIGHT DISTRIBUTION 120°
LIGHT SOURCE Higher Spec 4000K White, 660nm Red & 730nm Far Red Diodes CCT 4000K
QUANTITY OF DIODES TOTAL White 576; Red 24; 24 Far Red
DIODES POWER PROPORTION White 74%; Red 14%; Far Red 12%
DIODES EFFICIENCY White 2.8 ?mol/J; Red 3.2 ?mol/J; Far Red 2.2 ?molJ

DIMMABLE OFF-25%-50%-75%-100% with 0-10V Light Dimmer (Included)

EXTERNAL CONTROL With Lumatek Digital Panel Plus 2.0 or Universal Controller 0-10V

WEIGHT 5.2Kg

DIMENSIONS 559.5 x 559.5 x 71.6mm
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