Wifi binnen camera (15 EUR)

Locatie Groningen, Groningen
https://www.advertentiex.nl/x-1836924-z

Camera is alleen voor een testpilot kort gebruikt

Conditie

Z0 goed als nieuw

Type

Binnencamera

Beschrijving

te koop per stuk. Ik wil tussen de 10,00 en 15,00 euro hebben
Name: Home Security Wireless Camera

Model: G7
Sensor: CMOS (Sony IMX323)
Power: Grid power & battery(Batteries not inclusive)

Auto tracking: Keep the moving object in the frame

Motion Detection: Detect any movement and trigger warm alerts
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https://www.advertentiex.nl/x-1836924-z

Alarm notification: APP, , Siren, E-mail

Mounting: Desk, Wall, Ceiling

SPECIFICATIES:

Video Compression:

Operating System

H. 264 Compression Format

Video:

Image Sensor 2.0MP CMOS Sensor

Core Chipset: Hi3518Ev200 Chipset

Resolution: 1920*1080p, 1280*720p

Resolution Variable: 1080p(1920*1080), 720p(1280*720),
VGA(640*360), QVGA(320*160)

Frame Rates: 1080P@15fps, 720P@25fps

Min Illumination:Color: 1.5Lux; W/B: OLux with IR LED on

IR Distance: IR cut filter auto switch on, night vision 10meters
CMOS Feature: Support AWB, AGC, BLC

Lens/Viewing Angel: >=85°

System Feature: Security Administation for account and password
Mobile phone monitor: Support megapixelHD mobile phone monitor,
Both for I0S and Android

Local Storage:

Support external 128GB Micro SD card, 24 hours recording
Plug and Play:

Top notch Cloudlink P2P technology, network penetration

Up to 99%; Adapt to All kinds of complex network.

Only 3 steps to install:

1. Connecting power supply and network,

2. Installing mobile phone software, 3. Viewing CCTV images
Audio: Audio Compression G. 711A

Audio Input: 1CH built-in 38dB microphone

Audio Output: Built in speaker(8?1W)

PTZ Control: Pan&Tilt Horizontal 340°

Recording Management: Recording Mode

Manual recording, timing recording and alarm recording
Video Storage: TF card(8G - 128G)

Network: Ethernet 10Mbps/100Mbps RJ45

Protocols TCP/IP, HTTP, TCP, UDP, SMTP, DHCP, DNS,



DDNS, NTP, UPnP, P2P, etc

Wi-Fi: Wi-Fi802.11b/g/n 2.4G wireless network

Alarm: Motion Detection

Support Alarm Action, Capture Photo and send emails
System Requirement: System Configuration Android2.3 and above
General:

Material: Cartoon robot/engineering plastics

Working Environment:Indoor

Power Supply:

DC5V 2A, or with 2 battery(3.7v 14500 )

Working Temperature: (- 10 -50°C)

Working Humidity: 95%RH

Dimensions: 97mm*97mm*129mm(Length*Width*Height)
Shipping Weight: 1.5 KG

Package Dimensions: 220 x 120 x 110 mm

Standard Accessory:

Power adaptor; bracket, quick start guide, screw packet
Installation Method: Plafond, muur,
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