HP ProCurve Switch 2824 (J4903A) 24- poort Glgablt (450 EUR)
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Locatie Noord-Holland, Volendam " .E
https://www.advertentiex.nl/x-191376-z E
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Gloednieuwe HP ProCurve Switch 2824 (J4903A). Deze managed switch heeft de beschikking over 24
RJ45 Gigabit poorten + 4 SFP gedeelde poorten. Er kan bijvoorbeeld tussen mini-GBIC of de standaard
RJ45 aansluitingen gekozen worden.

De switch is nieuw en wordt geleverd in plastic wholesale verpakking, inclusief stroomkabel en beugel set
voor montage in server/patch kast.

Meerprijs:
- Installeren laatste firmware €50,-

Protocol ondersteuning:

- IEEE 802.1w Rapid Convergence Spanning Tree
- IEEE 802.1AB Link Layer Discovery Protocol

- IEEE 802.1X Network Login

- IEEE 802.1Q VLAN tagging

- IEEE 802.1p Priority

- IEEE 802.3x Flow Control

- IEEE 802.1D Spanning Tree

- IEEE 802.3ad Link Aggregation Control Protocol
- IEEE 802.1Q VLANs
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- 802.3ad Link Aggregation Protocol (LACP) and ProCurve trunking

- TACACS+: eases switch management security administration by using a password authentication
server

- 802.1v protocol VLANs

- Group VLAN Registration Protocol (GVRP)

- 802.1w Rapid Convergence Spanning Tree Protocol

- 802.1s Multiple Spanning Tree

- Per-port broadcast throttling

- Friendly port names: allows assignment of descriptive names to ports

- Dual flash images

- IEEE Auto-MDIX

- Source port filters

- Port security: prevents unauthorized access using MAC address lockdown

- Web-based authentication

- MAC address lockout

- Traffic prioritization (802.1p)

- Layer 4 prioritization

- Class of Service (CoS)

- VLAN support and tagging

- Jumbo frames: allow high-performance remote backup and disaster recovery services
- RMON, XRMON, sFlow, and SMON: provide advanced monitoring and reporting capabilities for
statistics, history, alarms, and events

- iISCSI support

- Troubleshooting: ingress/egress port monitoring enables network problem-solving

- Optional redundant power supply

- Stacking capability

De prijs is exclusief verzendkosten. Ophalen is ook.
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