
 

Netwerk Switches

Locatie Noord-Holland, Amsterdam
https://www.advertentiex.nl/x-2029221-z

2x NETGEAR Pro Safe GS108P
8 Ports - 4x POE

• Network Protocol and Standards Compatibility
• IEEE 802.3i 10BASE-T
• IEEE 802.3u 100BASE-TX
• IEEE 802.3ab 1000BASE-T Gigabit Ethernet
• IEEE 802.3x flow control
• IEEE 802.3af DTE power via MDI
• Power Supply
• Total power consumption: 60W maximum
• 802.3af power consumption: 50W maximum (ports 1- 4)
• 48V DC, 1.25A power output; plug is localized to country of sale
• Network Ports
• 8 auto speed-sensing 10/100/1000 RJ-45 ports
• Physical Specifications
• Dimensions (H x W x D): 27 x 235 x 103 mm
• Weight: 0.716 kg
• Performance Specifications
• Forwarding mode: Store-and-forward
• Queue buffer memory: 192 KB per port
• Bandwidth: 16 Gbps (non-blocking)
• MAC address database: 4K
• Electromagnetic Emissions
• CE mark, commercial
• FCC Part 15 Class B
• VCCI Class B
• C-Tick
• EN 55022 (CISPR 22) Class B
• Environmental Specifications
• Operating temperature: 0¦ to 50¦ C
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• Storage temperature: 20¦ to 70¦ C
• Operating humidity: 90% maximum relative humidity, non-condensing
• Storage humidity: 95% maximum relative humidity, non-condensing
• Operating altitude: 10,000 ft (3,000 m) maximum
• Storage altitude: 10,000 ft (3,000 m) maximum
• Status LEDs
• System: Power, PoE maximum power
• Per port: Link, activity, speed, PoE active, PoE fault
• Safety
• CE mark, commercial
• CE/LVD EN 60950
• Warranty
• NETGEAR Lifetime Warranty+
• Power supply: NETGEAR 2-year Warranty
• Package Contents
• ProSafer 8-port 10/100/1000 Gigabit Switch with 4-port PoE (GS108P)
• AC adapter
• Wall-mount kit
• Installation guide
• Warranty/support information
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