AL

Microserver HP Proliant GENS (nrlS -

Locatie Groningen, Groningen
https://www.advertentiex.nl/x-2075054-z

1. ProLiant MicroServer Gen8.

voorzien van :

3 stuks harddisk 1Tb WD blue 64Mb cache
16Gb memory

Specificaties:

Processor Intel® Celeron® G1610T (2.3Hz/2-core/2MB/35W) Processor

Intel® Pentium® G2020T (2.5GHz/2-core/3MB/35W) Processor

NOTE: Intel® Celeron® G1610T and Intel® Pentium® G2020T support up to 1333MHz DDR3
memory speed.

Intel® Core™ i3-3240 (3.4GHz/2-core/3MB/65W) Processor

NOTE: Intel® Core® i3-3240 support up to 1600MHz DDR3 memory speed.
Intel® Xeon® E3-1220Lv2 (2.3GHz/2-core/3MB/17W) Processor

NOTE: Intel® Xeon® E3-1220Lv2 supports up to 1600MHz DDR3 memory speed.
Cache Memory 3MB (1 x 3MB) L3 Cache

NOTE: For Dual-core Pentium and Xeon processors.

2MB (1 x 2MB) L3 Cache

NOTE: For Dual-core Celeron processor.

NOTE: All processor models above list the L3 Cache associated with that particular processor.

Chipset Intel® C204 Chipset
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Expansion Slots Expansion

Zie uitgebreide specificaties op hier rechts staande link onder
"Groningen"Websitesupport.hpe.com/hpesc/public/docdisplay?docid=c04123182&doclocale
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