
 

Pioneer GM-X624 4x1002x240watt 2 3 4 Kanaals Versterker (1 EUR)

Locatie Noord-Holland, Amsterdam
https://www.advertentiex.nl/x-326496-z

Pioneer GM-X624 4 / 3 / of 2 kanaals versterker met hoog / laag filters

In mijn auto gebruikt als 3 kanaals versterker voor 2 speakers en een subwoofer
4 jaar oud

Per direct op te halen,vraagprijs 45 euro
Verzenden 6,95 extra
bel / whatsapp 06-27064900

Specs :

Continuous Power (20Hz-20kHz,
0.08% THD)
4 ch: (4 Ohm) 50Wx4
4 ch: (2 Ohm) 60Wx4
2 ch: (4 Ohm) 120Wx2
Maximum Power (EIAJ)
ch: (4 Ohm) 100Wx4
2 ch: (4 Ohm) 240Wx2
Frequency Response: 10Hz - 50kHz
(0,-1dB)
Total Harmonic Distortion: 0.004%
(1kHz, 4 Ohm)
Signal-to-Noise Ratio: 105dB
(IHF-A Weighted, at 1kHz)
Dimensions: 10" x 2-3/8"
x 12-3/8"

Features

Bridgeable 2/3/4 Channel
Capability
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1-Ohm Stable Operation
PWM Regulated MOSFET Power Supply
Balanced Isolator Input Circuit
Gold-Plated Screw-Type
Power/Ground Terminals
Gold-Plated Screw-Type Speaker
Terminals
Gold-Plated RCA Inputs (x2)
Gold-Plated RCA Outputs
Hi-Volt Input Level Control
(400mV-4V)

Speaker Level Input Adapter (included)Variable
Crossovers: 50-120Hz, -12dB/oct. (LPF/HPF) (Front & Rear)
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