
 

Lenovo M55 Desktop Core Duo - 3GB - 250GB - Windows 8.1  (120 EUR)

Locatie Noord-Holland, Amsterdam
https://www.advertentiex.nl/x-407929-z

Hierbij verkoop ik mijn Lenovo computer. De computer beschikt over een Core 2 Duo processor,
waardoor hij redelijk snel is en geschikt is om te gebruiken om er mee te internetten.

Lenovo ThinkCentre M55 8811 

GENERAL
Desktop type Vista certified system
Packaged Quantity 1
Windows Vista Certification Windows Vista Capable
Recommended Use corporate business
Product Form Factor Tower
Built-in Devices speaker
Embedded Security Trusted Platform Module (TPM 1.2) Security Chip
Color business black
ManufacturerLenovo
PROCESSOR / CHIPSET
Number of Cores Dual-Core
64-bit Computing Yes
CPU Qty 1
Max CPU Qty 1
Processor Main Features Enhanced Intel SpeedStep Technology, Intel Execute Disable Bit, Intel
Extended Memory 64 Technology, Intel Virtualization Technology
CPU Socket LGA775 Socket
Chipset Type Intel Q965 Express
Front Side Bus 1066 MHz
CACHE MEMORY
Installed Size L2 cache - 2 MB
Cache Per Processor 2 MB ( 2 x 1 MB )
RAM
Technology DDR2 SDRAM - non-ECC
Memory Speed 667 MHz
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Memory Specification Compliance PC2-5300
Form Factor DIMM 240-pin
Features dual channel memory architecture, unbuffered
Configuration Features 1 x 512 MB
ENVIRONMENTAL PARAMETERS
Environmental standards EPA Energy Star
Min Operating Temperature 50 °F
Max Operating Temperature 95 °F
Humidity Range Operating 10 - 80%
Sound Emission 29 dBA
HARD DRIVE 250GB 7200 RPM
Type HDD
Interface Type SATA 3Gb/s
Spindle Speed 7200 rpm
STORAGE CONTROLLER
Controller Interface Type Serial ATA-300
Channel Qty 5
OPTICAL STORAGE
Read Speed 48x (CD) / 16x (DVD)
Write Speed 48x
Rewrite Speed 32x
FLOPPY DRIVE
Type none
MONITOR
Monitor Type None.
GRAPHICS CONTROLLER
Type integrated
Graphics Processor Intel GMA 3000 Dynamic Video Memory Technology 4.0
Max Allocated RAM Size 256 MB
Video Interfaces VGA
INPUT DEVICE
Type keyboard, mouse
AUDIO OUTPUT
Type integrated
Compliant Standards AC '97, SoundMAX
KEYBOARD
Keyboard Name Preferred Pro Full-size
Interface USB
MOUSE
Technology optical
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Interface USB
Features scroll
NETWORKING
Type integrated
Interface (Bus) Type PCI Express x1
Ethernet Controller Intel 82566DM
Data Link Protocol Ethernet, Fast Ethernet, Gigabit Ethernet
Remote Management Protocol DMI 2.0
Features Wake on LAN (WoL), ACPI support
PRINTER
Type none
MISCELLANEOUS
Features Security Chip, power-on password, security lock slot (cable lock sold separately), serial port I/O
control, thermal monitoring, voltage monitoring, USB port control, administrator password, boot sequence
control, boot without keyboard or mouse, diskette I/O control, fan speed monitoring, hard drive password,
parallel port I/O control
Compliant Standards ACPI 2.3, NOM, SABS, SASO, TUV GS, UL, VCCI Class B ITE, cUL, BSMI CNS
13438 Class B, C-Tick, CB, CCC, FCC Part 15 B, GOST, IRAM, ISO 9241-3
POWER
Device Type power supply
Power Provided 310 Watt
EXPANSION / CONNECTIVITY
Bays 2 (total) / 1 (free) x external 5.25" x 1/2H
1 (total) / 1 (free) x external 3.5" x 1/3H
2 (total) / 1 (free) x internal 3.5" x 1/3H
ENVIRONMENTAL STANDARDS
ENERGY STAR Qualified Yes
DIMENSIONS & WEIGHT
Width 7 in
Depth 17.7 in
Height 17
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