
 

Intel Core i7 2630QM Mobile Processor (30 EUR)

Locatie Noord-Holland, Amsterdam
https://www.advertentiex.nl/x-929027-z

  Intel Core i7-2630QM Quad-Core Processor

Features 6MB Cache, Clock Speed of 2.00 GHz

Intel Core i7-2630QM Mobile Processor
Key Features-
Processor Type: Core i7 Sandy Bridge
Clock Speed: 2.00 GHz
Turbo frequency:
-2600 MHz (3 or 4 cores)

Multi-Core Technology: Quad-Core
Socket Socket G2 / rPGA988B
Core stepping ? D2 (Q1NS, SR02Y, 0SR02Y)
The number of cores 4
The number of threads 8

Features:
MMX instructions
SSE / Streaming SIMD Extensions
SSE2 / Streaming SIMD Extensions 2
SSE3 / Streaming SIMD Extensions 3
SSSE3 / Supplemental Streaming SIMD Extensions 3
SSE4 / SSE4.1 + SSE4.2 / Streaming SIMD Extensions 4
AES / Advanced Encryption Standard instructions
AVX / Advanced Vector Extensions
EM64T / Extended Memory 64 technology / Intel 64
NX / XD / Execute disable bi
HT / Hyper-Threading technology
TBT 2.0 / Turbo Boost technology 2.0
VT-x / Virtualization technology
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Low power features:
Enhanced SpeedStep technology

Integrated graphics:
GPU Type: Intel HD 3000
Base frequency (MHz): 650
Maximum frequency (MHz): 1100

Memory controller:
The number of controllers: 1
Memory channels: 2
Supported memory: DDR3-1066, DDR3-1333

Maximum operating temperature: 100Â°C
Thermal Design Power: 45
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